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Abstract
Ageing of bitumen is an important cause of reduced durability
of asphalt pavements. Therefore, the polymer modified bitumens
are recommended to increase the durability of the material. In
the present work, rheology has been applied to evaluate the
properties of Styrene-Ethylene- Butadiene -Styrene (SEBS) poly-
mer modified bitumen (PMB) to compare to the 35 / 50 penetra-
tion grade bitumen, before and after ageing. The effects of age-
ing on the physical and rheological properties of (PMB) were
evaluated using SARA analysis, penetration test, softening point
test and dynamic shear rheometer test (DSR). The binders were
aged by Rolling Thin Film Over Test (RTFOT) and Pressure
Ageing Vessel (PAV). The results showed that use of SEBS poly-
mer reduces the ageing effect on physical and rheological prop-
erties of the bitumen binder as illustrated through lower ageing
index of complex modulus and an increase in tang δ indicating
that the SEBS polymer improve the ageing resistance of bitumen
binder.
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1 Introduction
The ageing of bitumen usually results in hardening of bitumen
and embrittlement, both in application and in service, which is
an important cause of reduced durability of asphalt pavements.
In road applications, bitumens are exposed to ageing processes
during storage, mixing, transport and laying, as well as in ser-
vice life. Usually, rapid ageing occurs at high temperatures on
the surface of aggregates during manufacture of the asphalt mix.
In bitumen ageing, two types of mechanisms are involved. The
main ageing mechanism is an irreversible one, characterized by
chemical changes of bitumen, which in turn has an impact on the
rheological properties. The processes contributing to this type of
ageing include oxidation, loss of volatile components and exu-
dation [1]. The second mechanism is a reversible process called
physical hardening, which may be attributed to molecular struc-
turing [1]. The rheological and chemical changes associated
with laboratory short term and long-term ageing are well known
and understood for bitumen. However, the changes associated
with ageing are not fully understood for polymer-modified bitu-
men. There is, therefore, a need to determine the suitability of
various testing methods for describing the changes in the rheo-
logical performance of modified bitumens, after short term and
long-term ageing, and to characterize these changes by provid-
ing an explanation of ageing process. To simulate the age hard-
ening occurring during plant mixing and laydown the most uti-
lized test is Rolling Thin Film Over Test (RTFOT) and to simu-
late long term ageing during service the Pressure Ageing Vessel
test (PAV) was adopted in SHRP binder specifications.
The main objective of this paper is to evaluate the effect of
ageing on the physical, chemical and rheological properties of
Styrene-Ethylene-Butadiene-Styrene (SEBS) polymer modified
bitumens by means of conventional binder tests, chemical prop-
erty tests and dynamic shear rheometer (DSR).
2 Materials and experimental
2.1 Materials
The conventional bitumen 35 / 50 penetration grade is com-
monly used in Algeria. It is provides by the Algerian Oil Refin-
ing Company “NAFTAL. The results of penetration grade trials
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and R&B softening temperature tests, according to ASTM D5
and D36, respectively, as well as chemical composition in terms
of SARAs fractions are presented in Table 1 and 2.
Tab. 1. Conventional physical properties of the base bitumen
Bitumen Pen at 25°C Soft.point (°C) (PI)
35 / 50 41 52 - 1.16
Tab. 2. SARA analysis of the base bitumen
Bitumen S (%)a A (%)a R (%)a As (%)a CIb
35/50 8.7 36.4 44.6 10.3 0.234
S Saturates,
A Aromatics,
R Resins,
As Asphaltenes,
a Iatroscan thin film chromatography SARA analysis.
bCI Colloidal index.
The thermoplastic polymer used as modifier is SEBS
(Kraton G1652). The main characteristics of SEBS polymer as
given by the manufacturers are reported in Table 3.
Tab. 3. Main physical and chemical characteristics of SEBS Polymer
Properties Values
Physical aspect Porous
Molecular structure type Polystyrene (wt.%) Linear
Polystyrene content (wt) 30%
Density (ASTM D792) 0.91 gr/cc
Styrene/Rubber ratio 30 / 70
Tensile strength (ASTM D412) 4500 psi
Elongation at break (ASTM D412) 500%
Hardness shore (A) (ASTM D2240) 69
Melt flow index (ASTM D1238) 5 g / 10 min
Processing temperature 280°C
2.2 Preparation of SEBS modified bitumens
The modified binders were prepared at 180°C and a speed of
600 rpm using a high shear mixer. While preparing SEBS mod-
ified binders, 600 g of the bitumen was melted and poured into
a 2000 ml spherical flask. Upon reaching 175°C, the powdered
SEBS polymer was added to the bitumen. After reaching 180°C,
the mixing was continued at the temperature for two hours. The
mixer speed was maintained through the mixing process. After
completion, the SEBS-bitumen was removed from the flask and
divided into small containers. The blend was cooled to room
temperature, sealed with aluminum foil and stored for further
testing. The SEBS concentrations in the base bitumen is 5%
by weight. The uniformity of dispersion in the base bitumen
was confirmed by passing the mixture through an ASTM 100#
sieve. After completion, the different samples were cooled to
room temperature, covered with aluminum foil and stored for
testing.
The choice of 5% SEBS addition to the PMB mix was jus-
tified by the softening point test results on SEBS PMBs taken
from the top and bottom of the tube in the storage stability test
[2] indicate that, the SEBS PMBs are not likely to be affected by
storage with polymer content less than 7% of SEBS.
When the content of SEBS is 3 and 5 wt.%, the temperature
difference is less than 2.2°C, which shows that SEBS modified
bitumen are stable at high temperature according to the pave-
ment modified bitumen standard. This gives a better behavior
at high temperatures in terms of permanent deformation, and
positively affects the storage stability. On the contrary, for the
bitumen samples modified with 7% of SEBS polymer, the dif-
ference in the softening points was large, which imply that the
phase separation of the SEBS/bitumen mixture was serious, and
the polymer-modified bitumen can be considered to be unstable.
The results suggest that the SEBS content of 5% is probably
the upper limit below which fairly good storage stability can be
achieved.
2.3 Ageing experiment
Ageing of bitumen is induced by chemical and physical
changes that occur during the production of the pavement and
throughout its service life. The process is usually accompanied
by hardening of the binder, which general influences the deteri-
oration of the asphalt pavement.
In order to determine the influence of ageing on the rheologi-
cal properties of PMBs, the short and long term laboratory age-
ing of the base and SEBS polymer modified bitumens were per-
formed using the Rolling Thin Film Over Test (RTFOT, ASTM
D 2872) and the Pressure Ageing Vessel (PAV, AASHTO PPI),
respectively.
The standard ageing procedures of 163°C for and 75 min for
the RTFOT and 100°C, 2.1 MPa and 20 hours for the PAV were
used. The aged binders were evaluated by measuring their rhe-
ological properties and chemical composition.
2.4 Conventional binder tests
The base and the polymer modified bitumens aged were sub-
jected to the following conventional binder tests: penetration
(25°C, ASTM D5), softening point temperature (ASTM D36).
In addition, the temperature susceptibility of the modified bi-
tumen samples was calculated in terms of penetration index (PI)
using the results obtained from both penetration and softening
point temperature tests. A classical approach related to PI cal-
culation has been given in the Shell Bitumen Handbook [3].
PI =
1952 − 500× log (Pen25) − 20 × T BA
50× log (Pen25)−T BA − 120
2.5 Dynamic Shear Rheometer Test (DSR)
Dynamic mechanical analysis (DMA) was performed on the
base bitumen and SEBS modified bitumen, to determine their
rheological properties using dynamic shear rheometer (DSR).
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The dynamic shear rheometer (DSR) was adopted to character-
ize the viscoelastic behavior of bitumens binders at low and in-
termediate to high service temperatures. The DSR provides an
indication of the rutting resistance of bitumen immediately fol-
lowing construction. Resistance to rutting at high service tem-
peratures in the early stages of pavement life is also evaluated
[4, 5].
The principal rheological parameters obtained from DSR
were complex shear modulus (G*), shear storage modulus (G’),
shear loss modulus (G”) and phase angle (δ). G* is defined as
the ratio of maximum shear stress to maximum strain and pro-
vides a measure of the total resistance to deformation when the
bitumen is subjected to shear loading [6]. The phase angle is the
phase shift between the applied shear stress and shear strain re-
sponse during a test and is a measure of the viscoelastic balance
of the material behavior. The in-phase and out –of-phase of G*
are defined as the storage modulus G’ and the loss modulus G”,
respectively. The test method requires that a thin bitumen spec-
imen be sandwiched between two parallel metal plates held in a
constant temperature medium.
The tests were undertaken with parallel plates testing geom-
etry. The researches involved with the SHRP project have sug-
gested a diameter of plates of 25 mm with 1 mm gap for the tests
carried out at temperatures above ambient temperature.
The durability of asphalt pavement is greatly influenced by
the environmental changes during the year. In the southern Al-
gerian, the air temperature can reach 50°C which resulting it into
the bitumen by a temperature near to 75°C.
The DSR tests reported in this paper were performed under
controlled-strain loading conditions using frequency sweeps be-
tween 0.01 and 10 Hz at temperatures between 20°C and 80ºC.
For specification purposes, the frequency is 10 radians per
second which has been related to a traffic speed of 100 km/h.
3 Results and discussion
3.1 Chemical characterization of the effect of ageing
The most important changes that cause hardening of the
binder in pavements are the changes in the composition of the bi-
tumen molecules from reaction with oxygen, molecular growth
(forming of asphaltenes) and molecular structuring that pro-
duces different rheological behavior [7, 8].
One method that used to study the changes associated with
ageing of paving grade bitumen is to determine the generic
composition of the aged bitumen. The changes in the per-
centages of the Saturates, Aromatics, Resins and Asphaltenes
(SARA), obtained from Iatroscan thin layer chromatography,
of the base bitumen and PMBs after RTFOT and PAV age-
ing are shown in Table 4. This table also reports the val-
ues of the colloidal instability index (CI), which is defined by
CI = (asphaltenes + saturates) / (resins + aromatics) [6].
The CI were calculated in order to determine the potential
compatibility of the base bitumens to polymer modification.
The analysis of the chemical composition of the base bitumen
and the polymer modified samples indicates a similar decrease
in aromatics with an increase in asphaltenes and resins with the
percentage mass of saturates remaining fairly constant after age-
ing. The base bitumen and PMB, therefore, showed the expected
changes in their chemical composition due to the ageing process
caused by RTFOT and PAV ageing.
The SARA data also indicates that the magnitude of increase
in asphaltenes and resins and decrease in aromatics after ageing
is greater in the presence of polymer in the bituminous matrix.
This is explained by the shifting of lower molecular weight frac-
tions towards higher molecular weight fractions (oils towards
resins and resins towards asphaltenes) [1].
The changes in chemical composition of the base bitumen and
the polymer modified samples are more important after PAV
ageing compared to that after RTFOT ageing. This is under-
standable due to the severe oxidative ageing that occurs during
PAV ageing.
In general, a CI higher than 0.28 predicts compatibility prob-
lems (phase separation) between the bitumen and the polymer
[6]. The data indicate that the CI values of the SEBS PMB are
below 0.28 before ageing.
These results can be related to the good compatibility between
the bituminous matrix and the SEBS polymer. Moreover, the CI
values obtained after ageing are higher than 0.28 resulting in the
changes in chemical composition of the base bitumen and the
polymer modified samples.
3.2 Influence of ageing on the conventional properties of
the PMB
The effect of ageing on the penetration and softening point of
base bitumen and the SEBS PMB can be seen in Table 5. The
ageing of bitumen is commonly evaluated by means of an ageing
index, which is defined as the ratio of physical or rheological pa-
rameter of the aged bitumen to that of the original bitumen [9].
The results indicate a decrease in penetration and an increase in
softening point for base bitumen and PMB after ageing. This
indicates a hardening of the binders and corresponds to the ox-
idative processes identified by SARA analysis.
Temperature susceptibility of PMB is evaluated by the deter-
mination of the penetration index (PI), which is defined as the
change in the consistency parameter as a function of temperature
[10, 11]. Higher penetration index (PI) indicates less tempera-
ture susceptibility and more rubbery elastic behavior.
From Table 5, it is observed that the SEBS polymer modified
binder significantly reduces the temperature susceptibility of the
base bitumen before and after ageing. This clearly shows that
polymer modification induces a rubbery elastic behavior confer-
ring to the bitumen better resistance to low temperature cracking
and permanent deformation [10].
However, the increased penetration index (PI) observed for
the modified sample after PAV ageing, is less important after
RTFOT ageing.
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Tab. 4. Changes in chemical composition due to ageing for base bitumen and SEBS PMB
Binder Condition S (%) A (%) R (%) As (%) CI
Base bitumen
Unaged 8.7 36.4 44.6 10.3 0.234
RTFOT 8.2 27.4 47.9 16.5 0.321
PAV 6.8 24.2 50.1 18.9 0.345
5% SEBS Unaged 9.1 42.7 36.1 12.1 0.269
modified RTFOT 8.9 40.5 37.2 13.4 0.287
bitumen PAV 7.1 34.2 42.2 16.5 0.309
Tab. 5. Changes in conventional test data due to ageing for base bitumen and SEBS PMB
Binder Property Unaged RTFOT PAV
Base bitumen
Pen at 25°C 41 25 13.5
Soft.point (°C) 52 57 63.4
Pen.Index (PI) -1.16 -1.06 -0.94
5%SEBS Pen at 25°C 15 14 6.3
modified Soft.point (°C) 70.4 75.3 81.3
bitumen Pen.Index (PI) 0.33 0.92 0.46
The ageing indices for the penetration tests presented in Ta-
ble 5 show the same trends as seen for the unmodified base bitu-
men indicating the effect of ageing on the physical characteris-
tics of both the base bitumen and the SEBS PMB are the same.
From Table 6, the ageing index for the RTFOT and PAV aged
bitumens indicate that the changes in the traditional, empirical
tests are greater after PAV ageing compared to those after RT-
FOT ageing. However, the relative magnitude of the ageing
indices indicate that the effect of ageing on the physical per-
formance of SEBS PMB is less important from that found for
unmodified base bitumen.
Tab. 6. Ageing index
Binder Property
Ageing index
RTFOT PAV
Unaged Unaged
Base bitumen
Pen at 25°C 0.61 0.33
Soft.point (°C) 1.09 1.22
5% SEBS modified Pen at 25°C 0.93 0.42
bitumen Soft.point (°C) 1.07 1.15
3.3 Influence of ageing on the rheological properties of the
PMB
3.3.1 Dynamic viscoelastic parameters
In this study, DMA was employed to characterize the rheol-
ogy of the base bitumen and the modified binder containing 5%
of SEBS before and after standard laboratory ageing (RTFOT
and PAV). The most frequent graphical representation used to
characterize residue rheological behavior is the complex modu-
lus G* and the phase angle δ.
The main curve of the complex modulus for base bitumen
and modified bitumen, against temperature was obtained, as il-
lustrated in figures 1a and 1b.
The isochronal plots for base bitumen and modified bitumen
are shown in figures 1a and 1b respectively. There is a con-
(a)
(b)
Fig. 1. Complex modulus as function of temperature at 10 rad s−1 for: (a)
Base bitumen, (b) 5% modified bitumen before and after ageing.
stant increase in complex modulus, (G*), over the temperature
domain after ageing. The increase in G* after PAV ageing is
understandably greater than after RTFOT ageing due to the pro-
longed ageing process in the PAV. An increased complex modu-
lus is observed for the aged PMB as compared with the original
one.
It is also noticed that the increase in temperature is followed
by a decrease in the complex modulus; this is observed for aged
and unaged binders. Lower slope of complex modulus means
that the asphalt is softer, also higher complex modulus have ben-
efit since it reduce rutting problems in the asphalt. This phe-
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nomenon is identical to that seen for the base bitumen and con-
firms the hypothesis that the increase in G* is attributed solely
to the oxidative ageing of the base bitumen in the PMB and that
the bitumen phase in the PMB is aged in a similar to that of an
unmodified bitumen.
The main curve of the phase angle for base bitumen and mod-
ified bitumen, against temperature was obtained, as illustrated in
figures 2a and 2b.
(a)
(b)
Fig. 2. Phase angle as function of temperature at 10 rad s−1 for:(a) Base bi-
tumen, (b) 5% modified bitumen before and after ageing.
Figures 2a and 2b reveals changes in the viscoelastic proper-
ties of the binders during ageing. As can be seen, the elasticity
of the base bitumen and modified binders is increased by age-
ing, as indicated by a decrease in phase angles in the temperature
range. Owing to ageing, the recorded decrease in phase angles
suggests that a variation from a more viscous to more elastic
behavior occurs.
The decrease in phase angles for the base bitumen and the
modified bitumen binder was more pronounced after PAV test
compared to RTFOT test. For the base and 5% SEBS modified
bitumens, complex modulus is increased and phase angle is re-
duced through ageing.
The results obtained indicate that the aged SEBS modified bi-
tumen display better rheological properties than the correspond-
ing base bitumen. In practice, this should be favorable for long-
term durability of asphalt pavements.
3.3.2 Ageing index properties of the modified bitumen
Values of ageing index for the base and SEBS modified
binders are represented in figures 3a and 3b for complex modu-
lus and phase angle respectively.
(a) Ageing index for complex modulus of base bitumen and 5% SEBS
modified bitumen.
(b) Ageing index for phase angle of base bitumen and 5% SEBS
modified bitumen.
Fig. 3. Ageing index of base bitumen and 5% SEBS modified bitumen for
(a) complex modulus, (b) phase angle
In figures 3a and 3b, the ageing index for the SEBS modified
bitumen are similar to those seen for the paving grade bitumens,
although there is a tendency for them to be slightly lower, par-
ticularly after PAV ageing, indicating a superior resistance to
age-hardening.
In addition, the ageing index of complex modulus (fig. 3a) is
observed to be greater than 1 in all testing temperatures, which
indicates hardening of these binders during RTFOT and PAV
test.
Moreover, the results indicate that the ageing index after PAV
are lower for the modified bitumen binder compared to the base
bitumen, which indicates that the modification process leading
to a reduced influence of the degree of bitumen hardening.
However, the values of the ageing index are approximately
similar for the base and modified bitumen binder after RTFOT.
3.3.3 Rheological black diagrams
The changes in the rheological characteristics of the base and
5% SEBS modified bitumen after ageing are shown in the form
of black diagrams in figures 4a and 4b respectively.
The black diagram, in figures 4a and 4b, show a continuous
shift of the curves towards lower phase angles after ageing. The
shift in the Black diagram curves is caused by dual actions of
an increase in complex modulus, indicating the hardening of the
bitumen, and a decrease in phase angle, indicating an increase
in the elastic behaviour of the bitumen. In addition, the black
diagram of the 5% SEBS modified bitumen shows a continu-
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(a)
(b)
Fig. 4. Black diagrams for: (a) the base and (b) the modified bitumen before
and after ageing
ous shift of the curves towards lower phase angles after ageing
similar to that seen for penetration grade bitumens.
3.3.4 Cole-Cole diagrams
The Cole-Cole diagram for the unaged and aged base bitumen
is shown in figure 5a. The diagram gives an indication of the vis-
coelastic balance of the bitumen without requiring temperature
and/or frequency as one of the axes. Although, at a particu-
lar temperature and loading frequency, the viscoelastic balance
of the bitumen after ageing becomes more elastic and less vis-
cous, with the bitumen having a larger increase in storage mod-
ulus than loss modulus, the time-temperature equivalency of the
bitumen means that the unaged and aged Cole-Cole diagrams
overlap. This is seen in figure 5a, where the Cole-Cole plots for
the aged bitumen have simply shifted along the sale line towards
the upper right hand corner of the diagram and towards a more
elastic stiffer rheological behavior.
The Cole-Cole diagram for the unaged and aged modified bi-
tumen, in figure 5b, also illustrates that the effect of ageing dif-
fers in two region dominated by the bitumen phase and the poly-
mer phase. The rheological behaviour at G’ values greater than
104 Pa is similar to that seen for the unmodified bitumens. In
this region the effect of ageing is simply to shift the Cole-Cole
plot towards the upper right hand corner of the diagram and,
therefore; towards a more elastic, stiffer rheological behaviour.
The rheological behavior at G’ values below 104 Pa shows a
(a)
(b)
Fig. 5. Cole-Cole diagrams for: (a) the base and (b) the modified bitumen
before and after ageing
shifting of the plot towards a more viscous fluid-like behavior
after ageing.
3.3.5 Storage and loss modulus isochronal plots
After ageing both unmodified bitumen and SEBS bitumen
modified show an increase in the storage shear modulus G’ and
in the loss shear modulus G”, as shown in figures 6 and 7 re-
spectively. The increase for all these parameters was more pro-
nounced after PAV test compare to RTFOT test.
The lower complex modulus is mainly due to a decrease of
both the elastic G’ and the viscous G” component as shown in
the figures 6 and 7.
The higher complex modulus is mainly due to an increase of
both the elastic G’ and the viscous G” components, but the in-
crease in the elastic component was more considerable compare
to a slight increase in the viscous component. Therefore the
elastic component G’ seems to be more affected by the ageing
as compared to the viscous component G”.
Since phase angle is a measure of the ratio between loss
modulus and storage modulus Tang (δ) = G” / G’, the decreased
phase angle implies that ageing leads to a greater increased in
both elastic component G’ and in viscous component G” this
can happen only if the increase in G’ is greater than increase in
G”.
Owing to ageing, the recorded decrease in Tang (δ) suggests
that a variation from a more viscous to more elastic behavior
occurs.
The results indicate that in all cases (unmodified and modi-
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(a)
(b)
Fig. 6. Elastic modulus as function of temperature at 10 rad s−1 for: (a) the
base and (b) the modified bitumen before and after ageing.
fied bitumen) the increase in the elastic component G’ is more
predominant than the viscous component G”. The high value of
G’ is an advantage since it will improve further the rutting re-
sistance during service. Since the loss shear modulus remains
relatively high, thus the resistance to fatigue cracking during
service will remain relatively high and also because viscoelastic
energy dissipation can still take place to relieve fatigue-cracking
stresses.
4 Conclusions
The application of SEBS-modified bitumen have reported
many advantages; for instance improved bitumen resistance to
rutting, high softening point, reduction in road pavement main-
tenance cost, lower fatigue cracking and less temperature sus-
ceptibility.
Considering the results obtained by DSR test, it is seen SEBS
PMBs binder exhibits increases complex modulus (G*) and has
more decreased phase angle values, consequently, using the
SEBS polymer is considerably improves the elastic properties
and rutting resistance of bitumen.
The properties of modified bitumen are largely influenced by
the process of ageing. After thermo-oxidation aging, both un-
modified and modified samples become harder, being more pro-
nounced for the base bitumen samples and those modified with
SEBS.
The ageing mechanisms for the SEBS modified bitumen as
measured by the changes in their rheological characteristics af-
ter ageing; were found to differ considerable from that found for
base bitumen. As a result of the rheological changes, the me-
(a)
(b)
Fig. 7. Loss modulus as function of temperature at 10 rad s−1 for: (a) the
base and (b) the modified bitumen before and after ageing.
chanical properties of aged SEBS modified binders improved,
as indicated by increased complex modulus and decreased phase
angle.
The aged modified samples are characterized by higher stiff-
ness and elasticity, due to an increase of elastic modulus G’.
The high value of G’ is an advantage since it will improve fur-
ther the rutting resistance during service. Since the loss shear
modulus remains relatively high, thus the resistance to fatigue
cracking during service will remain relatively high also because
viscoelastic energy dissipation can still takes place to relieve
fatigue-cracking stresses.
The results obtained indicate that the aged SEBS-modified bi-
tumen display better rheological properties than the correspond-
ing base bitumen. In practice, this should be favorable for long-
term durability of asphalt pavement
References
1 Lu X, Isacsson U, Effect of ageing on bitumen chemistry and rheology, Con-
struction and Building Materials, 16(1), (2002), 15–22, DOI 10.1016/S0950-
0618(01)00033-2.
2 Sibachir D, Dekhli S, Ait mokhtar K, Rheological properties and storage
stability of SEBS polymer modified bitumen, International Journal of Engi-
neering Science & Technology, 5(5), (2013), 1031–1038.
3 Whiteoak D, Read JM, The Shell Bitumen Handbook, Thomas Telford Ser-
vices Ltd; London, 1999.
4 Roberts FI, Kandhal PS, Brown E R, Lee D, Kennedy TW, Hot mix
asphalt materials, mixture design and construction, NAPA Research and Ed-
ucation Foundation; USA, 1996.
5 Bahia HU, Anderson DA, Strategic highway research program binder rhe-
ological parameters: background and comparison with conventional proper-
ties, Transportation research board, 1488, (1995), 32–39.
Rheological Evaluation of Ageing Properties of SEBS Polymer Modified Bitumens 4032016 60 3
6 Airey GD, Rheological properties of styrene butadiene styrene polymer mod-
ified road bitumen, Fuel, 82(14), (2003), 1709–1719, DOI 10.1016/S0016-
2361(03)00146-7.
7 Petersen J, Chemical composition of asphalt as related to asphalt durabil-
ity, Transportation research board, 999, (1984), 13–30.
8 Branthaver J, Petersen J, Binder characterization and evaluation,
National Research Council, 1994, http://onlinepubs.trb.org...
nepubs/shrp/SHRP-A-368.pdf.
9 Lu X, Isacsson U, Chemical and rheological evaluation of ageing prop-
erties of SBS polymer modified bitumens, Fuel, 77(9-10), (1998), 961–972,
DOI 10.1016/S0016-2361(97)00283-4.
10 Sengoz B, Isikyakar G, Evaluation of the properties and microstructure of
SBS and EVA polymer modified bitumen, Construction and Building Materi-
als, 22(9), (2008), 1897–1905, DOI 10.1016/j.conbuildmat.2007.07.013.
11 Sengoz B, Topal A, Isikyakar G, Morphology and image analysis of poly-
mer modified bitumens, Construction and Building Materials, 23(5), (2009),
1986–1992, DOI 10.1016/j.conbuildmat.2008.08.020.
Period. Polytech. Civil Eng.404 Djaffar Si Bachir, Samy Dekhli, Khedidja Ait Mokhtar
